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Initialization for valiables in models

Typhoon

model

Either individual or coupling runs at Ts  

n=1 n=2 n=3

Yes

No

n : the domain level

Ts : the time step in the computation

Tmax,c : the end of time step for coupling runs

       : the current

    : the sea surface level

     : the wave dependent drag

      : the depth averaged-wave radiation stress

    : the wind 

       : the sea level pressure

          : the current for boundaries

       : the sea surface level for boundaries

       : the wave spectrum for boundaries

          : the tide obtained from global and/or 

 regional barotropic inverse tidal solutions 

 of the Oregon State University 

 Tidal Inversion Software (OTIS)

          : the bed level 

Ts = Tmax,c
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30時間先の⾼潮予測

１．沿岸災害の評価⼿法の開発：波浪・⾼潮・潮
位結合モデル (SuWAT)を開発しており，様々な台
⾵による⾼潮，波浪およびそれに伴う氾濫の原因
を探り，対策案を提案する研究を⾏っている．
さらに，気象モデルと波浪・⾼潮・潮位結合モデ
ルを結合して⾼潮・波浪推算精度を⾼める研究を
⾏っている．
気候変動が沿岸災害に及ぼす影響についても研究
を⾏っている．

１週間先の波浪予測

北海道に
おける最
⼤有義波
⾼分布

北海道における最⼤⾼潮分布

フィリピン
のレイト湾
に
おける
台⾵Haiyan
による
最⼤⾼潮と
浸⽔分布

波浪・⾼
潮・潮位結
合モデル、
SuWAT

２．ニューラルネットワークや
Group Method of Data Handling 
(GMDH)の⼿法を⽤いて沿岸災害
に主な原因になる⾼潮や波浪を
予測するモデル・システムの開
発に取り込んでいる．
現在まで，⾼潮リアルタイム予
測システムを開発しており，最
⼤30時間先まで予測できるよう
にしている．
さらに，１週間先までの波浪予
測モデルの開発に取り込んでい
る．

ニューラルネッ
トワーク

GMDH
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